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Dust and Fume Extraction

NEDERMAN FAN N40 - THREE PHASE

info@aessolutions.co.uk 			            0141 892 6690			                           aessolutions.co.uk

AES OFFER INSTALLATION AND SERVICE SUPPORT FOR ALL EQUIPMENT

PRESSURE DROP GRAPH

TECHNICAL SPECIFICATION
Installation (Indoor), (Outdoor)
Material Fan casings: Sheet metal 

steel
Impeller: Sheet metal 
steel

Airflow 2500 m3/h
Capacity
(Max Airflow)

4000 m3/h

Ambient temperature 
range

-20 to +40°C

Operating temperature Max. 60°C
Power Voltage 230/400 V
Frequency 50 Hz
No. of phases 3
Sound Level 70 at 2500 m3/h

PART CODES

ACESSORIES

Creating Safer Workplaces

A: Total Pressure
B: Static Pressure
X: m3/h 
Y: Pa

Description Amperage Weight Power Model
N40 Fan 8/4.6 A 29 kg 2.2 kW 14510123
N40 Fan 5.5/3.2 A 25 kg 1.5 kW 14510623

Description Model
FMS 2.5-4 Fan Manual Starter incl. 
motor protector 2.5-4A

14502337

FMS 4.0 - 6.3 14502437
Bracket for fan N40 14510226
Manual fan control. 3.2 - 11.5 A, 
3 ph.

14518737

DESCRIPTION

A centrifugal fan mainly designed for use with 
Nederman extraction products.

FEATURES
•	 Compact
•	 Easy to use


