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d€:
ua Dust and Fume Extraction

DUSTCONTROL DCF 2800 PRE SEPARATOR

k| 1 ( TECHNICAL SPECIFICATION
‘-l e Dimensions (L x W x H) 540 x 450 x 1000 mm
‘ Sack Volume 40 litres
Cyclone @250 mm
] - Inlet @50 mm
|| Dustcont Outlet @50 mm
Weight 10 kg
| DCF 280
-éj_lth:l-r'c:rh
ACCESSORIES
Item Part Code
Rubber part, floor tool @2”/50 mm 7013
Suction nozzle with brush (7147) 7016
Saw blade 7026
Suction nozzle @2”/50 mm 7030
Chrome Steel Hand Pipe @2”/50 mm 7033
Chip nozzle D 50 W 70 L 243 7149
Chrome Stell Flat tool @2”/50 mm 7212
Cast Alu Floor Tool B 20”/500 mm 7238%*
Brush for 7274,7279 7263
Chrome Steel Suction Pipe 50 mm 7265
DESCRIPTION _ Alu Lightweight Suction Pipe 50 mm 7266
The Dustcontrol DCF 2800 Pre Separator is often - - - -
used in combination with, for example the Alu Lightweight Suction Pipe, wear st 7267
DC 2800-machines, in order to separate material for Chrome Steel Suction Pipe, curved 7268
recycling, e.g. aluminium or brass. Alu Suction Pipe Extension 50 mm 7269
Chrome Steel Hand Pipe, curved 7271
Tapered nozzle @2"”/50 mm 7272
Rubber part, suction brush 50 mm 7274
PART CODE Tape.red nozzle @2"/50 mm 7277%
Suction brush @2”/50 mm 7279
Item Part Code Floor nozzle @2”/50 mm B 8/200 mm 7281
DCF 2800 Pre Separator 7372 Handle ERGO-Grip 7285
Bulk nozzle @2”/50 mm 7295
® Gulper Floor Tool Alu 7307
Dustcontrol Brush ESD for 7278E, 7279E 7374
Push Pull Pistol 7377
Technology for Healthy Business Brush for 7278, 7279, hard, white 7398
*Antistatic
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