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AES OFFER INSTALLATION AND SERVICE SUPPORT FOR ALL EQUIPMENT

DESCRIPTION
The body and sliding jaw are manufactured from 
high quality grey cast iron, which has excellent 
shock absorbing qualities. The precision milled slide 
ensures a fast, smooth operation, whilst the fused 
tommy bar will bend before the vice can become 
over-stressed. Includes hardened steel replaceable 
jaws and fixing holes for bench mounting.

Available in 5 Sizes

TECHNICAL SPECIFICATION

FEATURES
• Bench Mountable
• Smooth Operation
• High Quality Cast Iron

EMV-1

Throat Depth 48mm

Opening 82mm

Weight 4.8kg

AES PART CODE/ORDERING TABLE
Eclipe EMV-1 3” Mechanics Vice EMV-1
Eclipe EMV-3 4” Mechanics Vice EMV-3

Eclipe EMV-5 5” Mechanics Vice EMV-5

Eclipe EMV-6 6” Mechanics Vice EMV-6

Eclipe EMV-8 8” Mechanics Vice EMV-8

EMV-3

Throat Depth 63mm

Opening 109mm

Weight 9.3kg

EMV-5

Throat Depth 73mm

Opening 136mm

Weight 15.8kg

EMV-6

Throat Depth 86mm

Opening 168mm

Weight 24.2kg

EMV-8

Throat Depth 103mm

Opening 208mm

Weight 38.1kg


