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DESCRIPTION
FEC N are the vertical cartridges filters, designed
for several types of industries and applications. The 
FEC N series could handle massive airflow up to
86.000 m3/h.

FEC N filters are provided with a plenum
chamber, creating an inertial dust separation
for heavier particles allowing longer life of the
cartridge filters.

Reverse jet cleaning by differential pressure
gauge ensures a long life of filtering media. The 
filters are designed for handling with a forklift, for a 
quick and easy installation.

ACCESSORIES
• Several filter media
• Fan
• Control panel or/with inverter
• Bin balance system
• ATEX components zone 22 3D
• Screw conveyor and rotary valve
• Fire suppression system

FEATURES
• Filtering surface from 80 to 1.200 m2
• Reverse jet cleaning with differential pressure 

gauge
• Collection bin 210 L
• Maximum vacuum 3.800 Pa
• Maximum temperature 80°C

MATERIALS & FINISH
• Galvanized metal sheet.
• Stainless steel.
• Painted.



FEC N VERTICAL CARTRIDGES FILTERS

info@aessolutions.co.uk             0141 892 6690                           aessolutions.co.uk

AES OFFER INSTALLATION AND SERVICE SUPPORT FOR ALL EQUIPMENT

TECHNICAL SPECIFICATIONS

Model FEC 2 N FEC 4 N FEC 6 N FEC 8 N FEC 10 N FEC 12 N FEC 15 N

Max. 
airflow m3/h 2600 5700 8600 11500 14400 17200 21600

Pressure 
drop Pa 1000 1000 1000 1000 1100 1100 1100

Cartridges No. 2 4 6 8 10 2 15

Filter 
surface m2 40 80 120 160 200 240 300

Filter eff. % > 99 % > 99 % > 99 % > 99 % > 99 % > 99 % > 99 %

Dimensions
A
B
H

900
1350
2770

900
1350
2770

1350
1350
3020

1800
1350
3020

2200
1350
3220

2900
1350
3220

2200
1860
3350

Inlet No.
a x b

No. 1
450 x 160

No. 1
450 x 160

No. 1
600 x 160

No. 1
750 x 160

No.1
900 x 160

No. 1
1100 x 160

No. 1
1100 x 800

Outlet No.
c x d

No. 1
350 x 250

No. 1
400 x 250

No. 1
600 x 250

No. 1
700 x 250

No. 1
700 x 350

No. 1
700 x 350

No. 1
1100 x 350

Bin No.
L

No. 1
67 L

No. 1
67 L

No. 1
210 L

No. 1
210 L

No. 2
420 L

No. 2
420 L

No. 2
420 L
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Model FEC 18 N FEC 21 N FEC 24 N FEC 32 N FEC 40 N FEC 48 N FEC 60 N

Max. 
airflow m3/h 25900 30200 34500 46000 57600 69100 86400

Pressure 
drop Pa 1100 1100 1100 1100 1100 1100 1100

Cartridges No. 18 21 24 32 40 48 60

Filter 
surface m2 360 420 480 640 800 960 1200

Filter eff. % > 99 % > 99 % > 99 % > 99 % > 99 % > 99 % > 99 %

Dimensions
A
B
H

2900
1860
3350

3000
1860
3350

3000
2400
3750

3440
2400
3750

4320
2400
3750

5200
2400
3750

6540
2400
3750

Inlet No.
a x b

No. 1
700 x 900

No. 2
550 x 700

No. 2
650 x 800

No. 2
700 x 900

No. 3
550 x 700

No. 3
650 x 800

No. 3
700 x 900

Outlet No.
c x d

No. 1
1100 x 350

No. 2
800 x 350

No. 2
800 x 350

No. 2
1100 x 350

No. 2
1400 x 350

No. 3
1100 x 350

No. 3
1400 x 350

Bin No.
L

No. 2
420 L

No. 2
420 L

No. 2
420 L

No. 2
420 L

No. 2
420 L

No. 3
630 L

No. 3
630 L


