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230 V 1 16 A 3Gx2,5 18 m 3G2,5 3.8 kW 2.3 kW 30700293

230 V 1 16 A 3Gx2,5 25 m 3G2,5 3.8 kW 2.3 kW 30700493

400 V 3 10 A 5Gx2,5 15 m 5G2,5 6.9 kW 5.5 kW 30701293

400 V 3 10 A 5Gx2,5 22 m 5G2,5 6.9 kW 5.5 kW 30701493

Creating Safer Workplaces

Datasheet Reference No: HC-CR07

Rev. 2 - March 2021

Hose & Cable Reels

NEDERMAN CABLE REEL 793

info@aessolutions.co.uk 			            0141 892 6690			                           aessolutions.co.uk

AES OFFER INSTALLATION AND SERVICE SUPPORT FOR ALL EQUIPMENT

DESCRIPTION
A heavy duty cable reel for use in industrial envi-
ronments. The cable reel is available in 1-phase and 
3-phase versions and supplied with thermal overload 
protector.
The Nederman cable reel 793 accommodates pow-
er cable lengths up to 25 m (82 ft.). The cable reel 
components are made of composite materials and 
galvanized steel.

•	 Degree of protection code: IP 55
•	 Tested and approved according to IEC 61316
•	 Rubber power cable

DIMENSIONS
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