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AES OFFER INSTALLATION AND SERVICE SUPPORT FOR ALL EQUIPMENT

PERFORMANCE AND LIMITATIONS OF USE
These products have been tested in accordance 
with EN 166:2001 Clauses:6. | Design; 7.1.1. 
| Field of vision; 7.1.2.1. | Refractive powers; 
7.1.2.2. | Transmittance; 7.1.2.3. | Diffusion of 
light; 7.1.3. | Quality of materials; 7.1.4.2. | 
Increased robustness; 7.1.5.1. | Stability at elevated 
temperature; 7.1.7. | Resistance to ignition; 7.2.4. | 
Droplets and splashes of liquids.

STORAGE AND TRANSPORT
When not in use, store the visor in a well-ventilated 
dark place away from extremes of temperature and 
sunlight. Never place heavy items on top of it. 

Avoid folding and preferably store it hanging 
vertically. If the product is wet, allow it to dry fully 
before placing it into storage.FITTING AND SIZING

To put on and take off the product, place over the 
head and adjust the elasticated strap to a position 
which is secure and comfortable. Only wear products 
of a suitable size that are correctly adjusted. 

Products which are too loose may not stay in place 
and if too tight will be uncomfortable. There is only 
one universal size of this product, the headband is 
flexible and the elasticated strap is adjustable to fit 
with most adult head sizes.

COMPATIBILITY
To optimise protection, it will be necessary to use 
these products with suitable gloves/gowns/masks. 
In this case, before carrying out the risk-related 
activity, consult your supplier or supervisor to ensure 
that all your protective products are compatible and 
suitable for your application. 

Warning - Parts of the visor that come into contact 
with your skin may lead to allergic reactions. In 
this case please discontinue use and seek medical 
advice.

OBSOLESCENCE
This visor has a shelf life of 3 years. Service life will 
depend on usage conditions but the visor should 
be disposed of and replaced if badly scratched or 
damaged in some way that prevents safe use. 

REPAIR
If the visor becomes damaged, it will NOT provide 
the optimum level of protection, and therefore 
should be immediately replaced.

CLEANING
Only use the following recommended cleaning 
treatment - Rinse with warm soapy water NEVER 
use solvent based cleaning agents.

MARKING
The product is marked with:
The CE mark showing that the product meets the 
requirements of the PPE Regulation (EU) 2016/425.
Identification of the manufacturer and the product 
code.

(1) Remove protective film from both sides of the 
visor. Slot the visor into the side retention tab.
(2) Bend visor  around the headband and align with 
the first three pins.
(3) Insert the free end of the visor behind the 
second retention tab on the head band.
(4) Gently pull the visor to locate the final pin.
(5) Remove the button from the elasticated strap 
and discard. Attach the elasticated strap to the side 
fastenings. Adjust to size, as necessary.


